LED COMMERCIAL LIGHTING | LEDLINEAR VAPOR RADIUS=swe:

LLVT TECHNICAL SPECIFICATIONS:

:: Housing: Polycarbonate

:: Lens: Opal PC

:: With steel clamps

:: LED SMD type: Edison 2835
- Driver: ARCATA/ANTRON

= Input Voltage: 120V~277V AC
:: Dimmable (0~10V dimming)

B21 FEATURES:

.- Ideal for offices, retail stores, showrooms and residential
applications. Especially suited for areas where accessing
LIVT-2ET the fixture is challenging.
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e0 LINEAR VAPOR LIGHTS (25-75W)

CATALOG NO. WATTS LUMENS COLOR TEMP DIMENSIONS
LLVT-2FT-25W-40K-D 25W 3125LM 4000K

LLVT-2FT-25W-50K-D 25w 3125LM 5000K 27"(L) x 6-3/4"(W) x 3-3/4"(H)
LLVT-4FT-40W-40K-D 40W 5000LM 4000K

LLVT-4FT-40W-50K-D 40W 5000LM 5000K

LLVT-4FT-75W-40K-D 75W 9375LM 4000K 49-3/4"(L) x 6-3/4"(W) x 3-3/4"(H)
LLVT-4FT-75W-50K-D 75W 9375LM 5000K

LLVT-4FT-RL Replacement reflector for LLVT

LLVT-ZFT-RL Replacement reflector for LLVT

WESTGATE MFG wwWW.WESTGATEMFG.COM TOLL FREE: 877.805.2252 FAY: 877.809.2252 ? (=] A=)
n saygRer B




